











Palettes (black and white,

iron and rainbow)
Manual /
Set up e
commands  Language

Date and time format

Spectral range

IR resolution

Laserin IR image

IR fusion picture in picture (PIP)

Field of view / min. focus distance

Min. focus distance

Laser pointer
Laser class

Charging system

Ruggedness test (Shock)
Ruggedness test (Vibration)

Video output

USB — data transfer to an
iR

Weight

Size (L x W x H)

Built-in language versions

Price

-20°C to +120°C,
0°C to 350 °C

+2°C (+3.6°F) or
2% of reading

Adjustable emissivity
factor from 0.1 to 1.0;
emissivity table is provided

Yes

Yes
Yes

Yes

Yes

i |
Focal plane array (FPA),
uncooled microbolometer

7.5-13um
120 x 120 pixels

PIP (fixed)
25° x 25°
0.12m (0.41ft.)
<0.1°C (<0.18°F)

Removable SD micro
memory card (1 GB),
storage capacity (>1000 images)

Standard radiometric JPEG

5 hours

Rechargeable Li lon battery,
Field replaceable,
Display shows battery status

In camera, AC adapter

-15°C to +50°C
(+5°F to +122°F)
25G (IEC 60068-2-29)
2G (IEC 60068-2-6)
IP54 protect against dust/splash

MPEG4 via. USB
Yes

1.32 Ib (600g)
9.3'x3.2"x6.9”

21 different languages

-20°C to +120°C,
0°C to 350 °C

Adjustable emissivity
factor from 0.1 to 1.0;
emissivity table is provided

Yes

Yes

Yes

Focal plane array (FPA),
uncooled microbolometer

7.5-13um
140 x 140 pixels

5 hours

Rechargeable Li lon battery,
Field replaceable,
Display shows battery status

In camera, AC adapter

25G (IEC 60068-2-29)
2G (IEC 60068-2-6)

IP54 protect against dust/splash

MPEG4 via. USB

1.32 b (600g)
9.3'x3.2"x6.9”

21 different languages

FLIR Systems Australia Pty Ltd.

-20°C to +120°C,
0°C to 350 °C

Adjustable emissivity
factor from 0.1 to 1.0;
emissivity table is provided
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Focal plane array (FPA),
uncooled microbolometer

7.5-13um
180 x 180 pixels
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